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MOT PHASE 1B NOTES

1. PHASE 1 CONSTRUCTION WILL ENTAIL THE
INSTALLATION OF SIGNAL POLES AND MAST
ARMS, SIGNAL HEADS., VIDEQO DETECTION
CAMERAS AND APS PUSHBUTTONS AND SIGNS.
ALL INSTALLED EQUIPMENT SHALL BE WIRED
TO THE NEW CONTROLLER FOR QOPERATION IN
MOT PHASE 2. SIGNAL AND SIGNS SHALL BE
BAGGED UNTIL THE START OF MOT PHASE 2
CONSTRUCTION.

. POLE PLACEMENT AND FOUNDATION HEIGHT
? FA)‘RE CRITICAL FOR LOCATIONS IDENTIFIED
ON THIS PLAN. THE CONTRACTOR SHALL

CONFIRM THE FINAL GRADE PRIOR TO POLE

ROADWAY PROFILE GRADE FOR OPEN SECTIONS
TO MEET CLEARANCES AS SPECIFIED IN MD STD.
816.03, MD STD. 818.01. MD 818.02, AND MD
STD. 818.04. THE CONTRACTOR SHALL VERIFY
ULTIMATE GRADES PRIOR TO THE INSTALLATION
OF ALL PROPOSED SIGNAL EQUIPMENT.

3. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY
CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR
REACHING LESS THAN 18“ FROM A 60" x 60" LEVEL
LANDING AREA WITH A CROSS SLOPE OF LESS THAN
OR EQUAL TO 2%.
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